








Working Pressures [psi] for TP 316/316L Seamless Tubing*

WALL THICKNESS (IN.)
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0.250 4,200 5,400 8,000 11,200 15,300

0.313 3,300 4,300 6,200 8,600 8,600 11,500

0.375 2,800 3,500 5,100 7,000 9,300 10,900 13,000

0.500 2,600 3,700 5,100 6,700 7,800 9,200 10,800

0.625 2,000 2,900 4,000 5,200 6,000 7,100 8,300

0.750 2,400 3,300 4,200 4,900 5,800 6,700

1.000 2,400 3,100 3,600 4,200 4,900

*Working pressures [psi] calculated per ASME B31.3 for temperatures range of -425 °F to 300 °F for annealed TP 316/316L (UNS S31600/S31603) seamless 
tubing with standard tolerances offered by HandyTube™. All design and service conditions must be considered by the specifying engineers and were not taken 
into consideration for the calculations above. Dual-certified 316/316L meets the minimum chemistry and the mechanical properties of both alloy grades and 
must be specified at time of order placement.

Working Pressures [bar] for TP 316/316L Seamless Tubing*

WALL THICKNESS (MM)

0.8 1.0 1.2 1.5 1.8 2.0 2.2 2.5 2.8 3.0

O
U

T
E

R
 D

IA
M

E
T

E
R

  
(M

M
)

6 359 461 569 741

8 335 410 528

10 264 322 412 506 571

12 218 264 337 413 465 518

14 185 225 285 348 391 435

15 172 209 265 323 363 403

16 161 195 247 301 338 375

18 173 218 265 297 330 380 431

20 155 195 237 266 294 339 384 414

22 140 177 214 240 266 305 346 373

25 123 155 187 210 232 266 301 324

*Working pressures [bar] calculated per ASME B31.3 for temperatures range of -254 °C to 148 °C for annealed TP 316/316L (UNS S31600/S31603) seamless 
tubing with standard tolerances offered by HandyTube™. All design and service conditions must be considered by the specifying engineers and were not taken 
into consideration for the calculations above. Dual-certified 316/316L meets the minimum chemistry and the mechanical properties of both alloy grades and 
must be specified at time of order placement.

In Process: Quality, Identification & Dimensions

*Stencil not available below .125 OD

Repeat Drawing on Bullwheel, Clean and Heat Treat as needed.
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For more information visit www.HandyTube.com
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ALTERNATIVE ENERGY

Applications

• Hydrogen Fueling Stations and 
Material Handling

• Geothermal inhibitor tube

• Solar Heater Heads

• Solar Heat Exchangers

Solutions

• Long length coils

• Heavy-wall tubing for high- 
pressure applications

• Tempered tubing for use with  
cone-and-thread fittings

SHIPBUILDING

Applications

• Hydraulic Tubing

• Multi-Core Tubing

Solutions

• Long length coils

• PVC and TPU Coatings

OIL & GAS

Applications

• Control lines for Sub-Sea  
Safety Valves

• CNG Fueling Stations

• Chemical Injection

• Data Transmission

• Intelligent Well Systems

Solutions

• Long length coils

• PVC and TPU Coatings

• Inert Coatings

HEALTH CARE & LIFE SCIENCES

Applications

• Gas & Liquid Chromatography  
(GC and HPLC)

• Medical Device and  
Instrumentation

Solutions

• Ultra-Small Diameter (USD™)

• Chromat I.D.® Smooth ID surface

• Chroma Clean I.D.® Enhanced Cleaning

• Precision cutting & fabrication

• Inert Coatings

CHEMICAL PROCESS & INSTRUMENTATION

Applications

• Steam & Heat Trace Bundles 

• Freeze protection and process  
temperature control

• Flow Measurement & Sensing

Solutions

• Long length coils

• PVC and TPU Coatings

• Heavy-wall tubing for high  
pressure applications

• Precision cutting and fabrication

AEROSPACE & DEFENSE

Applications

• Fuel Lines

• Hydraulic Lines

• Gas Return Tubes for  
Automatic Weapons

• Mechanical Fasteners

Solutions

• Aerospace Material Specification  
(including Military Standards)

• Compliance with stringent military  
specifications

• Precision cutting and bending

M
A

R
K

E
T

S

For more information visit www.HandyTube.com



DATE LOCATION PRODUCT TYPE QUANTITY

2017 TX, USA 316L:  3/8” OD x .035”WT and 3/8” OD x .065” WT Seamless Coils 16,000 ft

2017 TX, USA 316L: .125”OD  x .028”WT Seamless Coils 14,400 ft

2017 CA, USA 316L:  1”OD x .139”WT Seamless Coils 3,960 ft

2017 Turkey 316L: 3/8OD x .035WT and 3/8ODx .065WT Seamless Coils 39,000 ft

2017 China 316L: 10mm OD  x  1mm WT Seamless coils with local PVC coating 94,000 meters

2016 China IN825: 1/4” x 0.049” & 3/8” x 0.065” Seamless coil tubing with PVC coating 66,800 meters

2016 USA C6MOS0500S-5 UNS S31254: .500” OD x .065” WT Seamless Coils 1,811 meters

2015 Republic of Korea
S6MOS0472S-5 UNS S31254:  

12 mm OD x 1 mm WT, 6 meter lengths
Seamless Straight Lengths 2,184 meters

2015 China
316L: 8 mm OD x 1 mm WT, 8 mm OD x 1.5 mm WT, 

12 mm OD x 1.5 mm WT & 12 mm OD x 2 mm WT
Seamless Coils 100,000 meters

2015 India 316L: 0.250” OD x 0.035” WT Seamless Coils 38,400 meters

2014 Korea
316L: 1/4” x 0.035”, 1/2” x 0.065”, 8 mm OD x 1 mm WT, 

12 mm OD x 1.5 mm WT & 15 mm OD x 1.5 mm WT
Seamless Coils 125,000 meters

2014 India 316L: 0.250” OD x 0.035” WT Seamless Coils 89,400 meters

2014 Qatar
Inconel 625: 6 mm OD x 1 mm WT & 12 mm OD x 1.5 

mm WT
Seamless Coils 1,000 meters

2014 Republic of Korea
Inconel 825: 0.250” OD x 0.028” WT, 0.375” OD x 
0.035” WT, 0.500” OD x 0.049” WT & 0.750” OD x 

0.065” WT
Seamless Coils 2,140 meters

2014 Republic of Korea

Monel 400: 0.375” OD x 0.035” WT, 0.500” OD x 
0.049” WT & 0.750” OD x 0.065” WT

Inconel 825: 0.375” OD x 0.035” WT

Seamless Coils 7,260 meters

2014 China
316L: 0.250” OD x 0.049” WT, 0.500” OD x 0.049” WT, 

0.500” OD x 0.083” WT & 0.750” OD x 0.065” WT
Seamless Straight Lengths 17,438 meters

2014 China 316L: 0.375” OD x 0.065” WT Seamless Straight Lengths 2,052 meters

2014 China 0.250” OD x 0.065” WT Seamless Coils 840 meters

2013 Republic of Korea
Inconel 600: .500” OD x 0.049” WT

Inconel 825: 0.500” OD x 0.049” WT

Seamless Straight 
Lengths

3,696 meters

2013 China 321L: 15 mm OD x 1.5 mm WT Seamless Coils 32,000 meters

2013 Kingdom of Saudi Arabia Monel 400: 0.250” OD x 0.049” WT Seamless Coils 90,000 meters

2013 China 304L: 12 mm OD x 1.5 mm WT Seamless Coils 18,347 meters

2012 China Inconel 825: 0.250” OD x 0.065” WT Seamless Coils 900 meters

2012 United Arab Emirates 316/316L: 0.375” OD to 0.500” OD Seamless Coils and Straight Lengths 62,000 meters

2012 United Arab Emirates 316/316L: .375” OD to 0.500” OD Seamless Coils and Straight Lengths 16,080 meters

Detailed project reference lists are available upon request.
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MASS

LB KG TON (SHORT) TON (METRIC)

1 LB  1 0.4536 0.0005 0.0004540

1 KG 2.20462 1 0.0011 0.0010

1 TON (SHORT) 2000 907.1847 1 0.90718

1 TON (METRIC) 2204.623 1000 1.1023 1

PRESSURE

PSI BAR PA ATM MHG

1 PSI 1 0.06895 6.895E+03 0.06805 0.05171

1 BAR 14.50 1 1.0E+05 0.9869 0.7501

1 PA 1.45E-03 1.00E-05 1 9.8690E-06 7.50E-07

1 ATM 14.70 1.01325 1.01325E+05 1 0.76

1 MHG 19.34 1.3332 1.33E+05 1.3158 1

LENGTH

CM M IN FT YARDS

1 CENTIMETER 1 0.01 0.3937 0.0328 0.0109

1 METER 100 1 39.37 32.81 1.0936

1 INCHES 2.540 0.0254 1 0.0833 0.0278

1 FEET 30.48 0.3048 12 1 0.3333

1 YARDS 91.44 0.9144 36 3 1

TEMPERATURE

°F to °C = 5/9 (°F-32°) °C to °F = 9/5 (°C)+32°

For more information visit www.HandyTube.com



Headquarters

U.S.A. 
124 Vepco Boulevard
Camden, DE 19934

International Sales Offices

Asia Pacific
21 Floor No. 168, YinCheng  
zhong Road Shanghai China

phone: +40 0189 8302
fax: +86 21 5116 7166

Local Representatives:
Albert Wang
Sales Director, Asia Pacific Region 
phone: +86 183 0213 3129

Marco Liang
Sales Manager, Precision Materials
phone: +86 138 1898 6091

International Sales 

Walter Brooks
Vice President International Sales 
phone: +1 (302) 697-9521
fax: +1 (302) 697-7405 
e-mail: sales@handytube.com

 
Europe 
Gil Malka
Business Development Manager
phone: +972 523-992524

WE KNOW IT’S NOT JUST A TUBE! 

WWW.HANDYTUBE.COM


